
11  CONFIGURATIONS FOR STEEL 
        AND ALUMINUM STAIRS

 

2 TYPES OF BALUSTRADES
     INDUSTRIAL AND SAFE

3 STEPS WIDTHS - 1000, 1200, 1250 mm

Architectural Metalwork

CONTAINER STAIRS MODULAR SOLUTIONS FOR MOBILE STAIRS

TLC’s Container Stairs are a universal system that can be used with both building and 
shipping containers. Modular construction allows for easy transport, fast assembly 
and adapting the stairs to any configuration. The stairs have been designed according 
to EN ISO 14112-3.

* -Manufacturer certified 
according to EN 1090-1 issued 
by TUV SUD (Z527 notified body)
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version H [mm] L [mm] W [mm] D [mm] S [mm] X [mm]

steel 2kN
17x179=3043
16x179=2864
15x179=2685

17x270=4590
16x270=4320
15x270=4050

1000 or 1250 1000 or 1250 1100 2440

steel 5kN
17x179=3043
16x179=2864
15x179=2685

17x264=4488
16x264=4224
15x264=3950

1200 1200 1100 2440

aluminum 2kN
17x179=3043
16x179=2864
15x179=2685

17x263=4471
16x263=4208
15x263=3945

1000 or 1250 1000 or  1250 1100 2440

Architectural Metalwork

CONTAINER STAIRS MODULAR SOLUTIONS FOR MOBILE STAIRS


